
TO  HE IGHT  SENSORS
(3H  SYSTEMS  ONLY )

DRA IN  TO  EXTER IOR
OF  VEH ICLE

IN - L INE
WATER  TRAP

EXHAUST
FRONT  LEFT
A IR  SPR ING

FRONT  R IGHT
A IR  SPR ING

REAR  LEFT
A IR  SPR ING

REAR  R IGHT
A IR  SPR ING

USB  PLUG
TO  CONTROLLER

CAP  OFF
(NOT  USED )

IGN I T I ON
SOURCE

3 AMP FUSE

30  AMP  FUSE

BATTERY  GROUND
(NEGAT IVE )

12  VOLT
BATTERY

(POS I T I V E )

ENDO/ AIR LIFT Management updated: 10.15.18

IGNITION +12V

ACCUAIR INTAKE FILTER

CONSTANT +12V

TANDEM WIRE (OPTIONAL; FOR DUAL ENDO TANKS)

ANALOG  ADAPTER
HARNESS  (OPT IONAL )

NOT  USED

50  AMP  FUSE
( INCLUDED )

ENDO-CT

ENDO - C T  W ITH  A IR  L IF T  3P  /  3H  /  3S

50

USE  EX I ST ING
FUSE

AIR SUPPLY TO MANIFOLD

PRE -W IRED
RELAY


